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scalable high-performance and ultra-low-
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cloud computing environments.

Purpose -built hardware and the Arista 
Extensible Operating System provide single-
binary system images across all platforms, 
maximum system uptime, stateful fault repair, 
Zero Touch Provisioning, Latency Analysis, and 
a fully accessible Linux shell. Arista 10Gb 
Ethernet switches are the perfect network 
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With native support for VMware Virtualization 
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into hardware platforms specifically designed 
to meet the stringent power and cooling 
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centers, Arista delivers the most energy 
efficient and best performing 10Gb Ethernet 
platforms.
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GbE Switches 10Gb Data Center 10GBASE-T10GBASE-T Ultra Low Latency SwitchesUltra Low Latency SwitchesUltra Low Latency Switches Modular Spine SwitchesModular Spine Switches

Product Line 
Overview

Chassis 7048 7050-64S 7120T 7140T 7124SX 7148S 7148SX 7504 7508
Height 1RU 1RU 1RU 1RU 1RU 1RU 1RU 7RU 11RU

Line Card Slots -- -- -- -- -- -- -- 4 8

Backplane Capacity (Gbps) -- -- -- -- -- -- -- 5,000 Gbps 10,000 Gbps

Switching Capacity (Gbps) 176 Gbps 1280 Gbps 480 Gbps 800 Gbps 480 Gbps 800 Gbps 960 Gbps 3,840 Gbps 7,680 Gbps

Per Slot Capacity -- -- -- -- -- -- -- 648 Gbps In / 648 Gbps Out 648 Gbps In / 648 Gbps Out

Forwarding Capacity (Mpps) 132 Mpps 960 Mpps 360 Mpps 600 Mpps 360 Mpps 600 Mpps 720 Mpps 2,880 Mpps 5,760 Mpps

40GbE/100GbE Ready -- 40GbE -- -- -- -- -- 40GbE and 100GbE 40GbE and 100GbE

Ports
100/1000 BASE-T 48 -- -- -- -- -- -- -- --

100Mb/1/Gb/10Gb BASE-T -- -- 20 40 -- -- -- -- --

1/10 GbE (SFP+) 4 48 4 8 24 48 48 192 384

10/40GbE (QSFP) -- 16/4 -- -- -- -- -- -- --

SFP+ Options CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TX CR, SRL, SR, LR, DWDM, 100/1000TXCR, SRL, SR, LR, DWDM, 100/1000TX

Port-Port Latency 4.5 - 14.0 usec 700 nano - 1.4 usec 2.6 usec 2.9 usec sub-500 nano 600 - 900 nano 600 - 1200 nano 4.5 - 14.0 usec 4.5 - 14.0 usec

Forwarding Technology Store and Forward Cut-Through Cut-Through Cut-Through Cut-Through Cut-Through Cut-Through Store and Forward, VOQ Store and Forward, VOQ

Buffer Size 768MB 9MB 2MB - Dynamic Allocation 6MB - Dynamic Allocation 2MB - Dynamic Allocation 6MB - Dynamic Allocation 8MB - Dynamic Allocation 9GB 18GB

Environmental
AC + AC Power Redundancy Yes Yes Yes Yes Yes Yes Yes Yes (4x20A) Yes (4x20A)

N+1 Hot Swappable Fans Yes Yes Yes Yes Yes Yes Yes Yes Yes

Avg/Max Power Draw 215w/300w 224w/350w 288w/350w 585w/610w 120w/210w 360w/540w 600w/750w 2100w/5100w 3800w/5100w

Front-to-Rear/Rear-to-Front Air"ow Yes/Yes Yes/Yes Yes/Yes Yes/Yes Yes/Yes Yes/Yes Yes/Yes Yes/No Yes/No

Features
EOS Single Binary Image Yes Yes Yes Yes Yes Yes Yes Yes Yes

Stateful Fault Containment and Repair Yes Yes Yes Yes Yes Yes Yes Yes Yes

Latency Analyzer (LANZ) No No Yes Yes Yes Yes Yes No No

VM Tracer Yes Yes Yes Yes Yes Yes Yes Yes Yes

Zero Touch Provisioning Yes Yes Yes Yes Yes Yes Yes No No

Max VLANs 4094 4094 4094 4094 4094 4094 4094 4094 4094

Max MAC Entries 16,000 128,000 16,000 16,000 16,000 16,000 16,000 16,000 16,000

Multi Chassis LAG Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link Yes - 32 Link

Jumbo Frames (Bytes) 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes 9,216 Bytes

Max ARP Entries 8,000 16,000 16,000 16,000 16,000 16,000 16,000 8,000 8,000

Max Routes (IPv4/IPv6) 8000 16,000/8,000 16,000/4,000 16,000/4,000 16,000/4,000 16,000/4,000 16,000/4,000 8,000 8,000

BGP/OSPF Yes Yes Yes Yes Yes Yes Yes Yes Yes

Multicast Routing 2011 PIM-SM PIM-SM PIM-SM PIM-SM PIM-SM PIM-SM 2011 2011

Multicast Groups 2048 4096 2048 2048 2048 2048 2048 2048 2048

IPv6 Ready Hardware Yes Yes Yes Yes Yes Yes Yes Yes Yes

Linecard Options
48-Port 1/10GbE SFP+ -- -- -- -- -- -- 4 8




